BACK SURFACE SHALL HAVE NO PROJECTIONS FOR A
DISTANCE OF 3" DOWN FROM THE TOP UNLESS OTHERWISE SAWN

QUARRY FACED WITH NO PORTIONS MORE THAN 1"
ABOVE OR MORE THAN 1" BELOW A GENERAL PLANE,
UNLESS OTHERWISE SAWN

REAR VIEW
N.T.S.

END OF ALL STONES SHALL BE SQUARE
AND SO FINISHED THAT WHEN STONES ARE
SET NO SPACE MORE THAN 1/4” SHALL
SHOW IN THE JOINT FOR THE FULL WIDTH
OF THE TOP OR DOWN THE FACE FOR 9,”
UNLESS OTHERWISE SAWN

LOWER HALF OF ENDS MAY BE QUARRY
FACED WITH NO PROJECTIONS BEYOND
DEPRESSED PORTION AND NO DEPRESSION
MORE THAN 1" DEEP

FRONT VIEW
N.T.S.

FRONT FACE SHALL BE AT RIGHT ANGLES TO THE
PLANE OF THE TOP AND SHALL BE SMOOTH QUARRY
SPLIT, UNLESS OTHERWISE SAWN

]

FRONT FACE SHALL HAVE NO PROJECTION GREATER
THAN 3/4” OR DEPRESSION GREATER THAN 1/2”
FOR A DISTANCE DOWN FROM THE TOP OF 97,

UNLESS OTHERWISE SAWN
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