1/2" CHAMFER
3'—0" MIN.

6”
6'—0" MAX. 1/2’;—‘
| ™
| i QUARRY
: SPLIT
| — z
|

—‘ L BATTER (SEE TABLE)
6"j:1 ”

TRANSITION LENGTH

) 6”

LENGTH VARIES | LENGTH VARIES LENGTH
| VARIES

TRANSITION | BATTER

LENGTH (FT.)| (IN.)
6.0 1.5
7.0 1.3
8.0 1.2
9.5 1.0
11.5 0.8
15.0 0.6
18.0 0.5

NOTES:

—_

. SHALL BE IN ACCORDANCE WITH SECTION 906 OF THE R.l. STANDARD SPECIFICATIONS.

2. THE CONTRACTOR MAY CUT EXISTING CURB SECTIONS AS REQUIRED TO MEET THIS DETAIL
AND THE R.l. STANDARD SPECIFICATIONS, WHERE OLD CURBING IS BEING REUSED.

3. MINIMUM LENGTH OF STRAIGHT OR CIRCULAR CURB FILLER PIECES TO BE 3’0" (GREATER
LENGTHS PREFERRED).

4. TOP SURFACE TO BE DRESSED BY SAW. REMAINDER MAY BE QUARRY SPLIT.
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