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PROFILE GRADE || (FT.)
0.00 6.0
0.01 70 LANDING AND TRANSITIONS
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DETECTABLE WARNING RI STD. 48.1.0

NOTES:

- SHALL BE IN ACCORDANCE WITH SECTION 905 OF THE R! STANDARD SPECIFICATIONS.

- WHEN ANY OBSTRUCTION LOCATED IN THE SIDEWALK FALLS WITHIN A CROSSWALK AREA, THE WHEELCHAIR RAMP SHALL BE
PLACED SUCH THAT THE OBSTRUCTION FALLS OUTSIDE OF THE RAMP.

. AT NO TIME IS ANY PART OF THE WHEELCHAIR RAMP TO BE LOCATED OUTSIDE OF THE CROSSWALK, AND IT IS TO BE
CENTERED WHENEVER POSSIBLE.

. DRAINAGE FACILITIES ARE TO BE LOCATED UP-GRADE OF ALL WHFELCHAIR RAMPS.

. LOCATION OF WHEELCHAIR RAMPS IS AS SHOWN ON CONTRACT DRAWINGS.

- IN NO INSTANCE SHALL THE SIDEWALK CROSS SLOPE EXCEED 1:50 EXCEPT WITHIN THE RAMP AREA.

AN _UNOBSTRUCTED PATH OF TRAVEL WITH A MINIMUM WIDTH OF 4'—0” SHALL BE MAINTAINED.

THE WHEELCHAIR RAMP SLOPE AND SIDE SLOPES (TRANSITIONS), MUST NOT BE STEEPER THAN 1:12. HOWEVER, THESE
SLOPES MAY BE FLATTER THAN 1:12 WHEN WARRANTED BY SURROUNDING CONDITIONS.

- WHERE THE ROAD PROFILE EXCEEDS 5% THE HIGH SIDE TRANSITION LENGTH (T) SHALL BE EIGHTEEN FEET (18'-0").

- IN NO CASE, WHERE A STOP LINE IS WARRANTED, SHALL A RAMP BE PLACED BEHIND THE STOP LINE.

- THE ENTRANCE OF THE WHEELCHAIR RAMP SHALL BE FLUSH WITH THE ROADWAY.

. THE WHEELCHAIR RAMP SHALL BE CENTERED RADIALLY, OPPOSITE THE RADIUS POINT WHEN POSSIBLE.

- MINIMUM LENGTH OF STRAIGHT OR CIRCULAR FILLER PIECES TO BE 3'—0" (GREATER LENGTHS PREFERRED).

. ALL REQUIRED CUTTING OF CURB PIECES TO BE PAID FOR UNDER COST OF CURS.

- DETECTABLE WARNINGS TO BE PAID FOR UNDER SECTION 942 OF THE Rl STANDARD SPECIFICATIONS

. 8" CONCRETE DEPTH FOR RADIUS WHEELCHAIR RAMPS ONLY. USE 4" DEPTH FOR TANGENT (MID—BLOCK) LOCATIONS.
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REVISIONS
NO.| BY | DATE WHEELCHAIR RAMP
1 MLP {0ct 2005
2 MLP |Jun_ 2008
3 | MLP |Sep 2012 / ' JUNE 15, 1998
CHIE/ ENGINEER CHIEF DESIGN ENGINEER ISSUE DATE
FATION TRANSPORTATION




